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// PROPOSED PCC SIDEWALK, 5 _ EXISTING BITUMINOUS SHOULDER- \ EXISTING BITUMINOUS SURFACED
= PCC PAVEMENT
//PROPOSED SUB BASE GRANULAR MATERIAL, TY A, 4" // TO BE REMOVED \PROPOSED SITUMINUS. SURFACE REMOVAL. 1"
/ " EXISTING CONCRETE CURB AND GUTTER- //// \ >
/ PROPOSEDT(()ZOEI\SAEBIET"IA'(I)(;/I\EDCONCRETE ROPOSED PCC BASE COURSE, 9” N PROPOSED POLYMERIZED BITUMINOUS CONCRETE
FAC . , N105, 1/5"
CURB AND GUTTER, B-6.12 /PROPOSED SUB BASE GRANULAR MATERIAL, TY A, 4” . SURFACE COURSE SUPERPAVE, MIX E, NIOS, 172
A
P PROPOSED_POLYMERIZED BITUMINOUS CONCRETE
E XISTING BITUMINOUS SURFACED PARKING LOT /’//PROPOSED SUB BASE GRANULAR MATERIAL, TY A, TONS BINDER COURSE SUPERPAVE, N105, IL-19.0
Vs THICKNESS VARIES ¥ MIN TO 18" MAX
.~ PROPOSED COMBINATION CONCRETE
CURE AND GUTTER, B-6.24 10 BE USED
ILLINOIS 13 EASTBOUND
STA 47+420.03 TO 52+27.43
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/PROPOSED SUB BASE GRANULAR MATERIAL, TY A, 4”
Z EXISTING CONCRETE CURB AND GUTTER-

/ / " T0 BE REMOVED o
PROPOSED COMBINATION CONCRETE
CURB AND GUTTER, B-6.12

/

/

/ EXISTING BITUMINOUS SURFACED PARKING LOT

/PROPOSED POLYMERIZED BITUMINOUS CONCRETE

EXISTING BITUMINOUS SURFACED.
PCC PAVEMENT

BINDER COURSE SUPERPAVE, N105, IL-19.0
THICKNESS VARIES 0 MIN TO 25" MAX

EXISTING BITUMINOUS SHOULDER
TO BE REMOVED

PROPOSED PCC BASE COURSE,

/

/PROPOSED SUB BASE GRANULAR MATERIAL, TY A, 4”
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/ PROPOSED COMBINATION CONCRETE

CURB AND GUTTER, B-6.24 TO BE USED

EASTBOUND ILLINOIS 13
STA 46+48.39 TO 47+20.03

\\ . PROPOSED BITUMINOUS SURFACE REMOVAL, VARIES
0 MIN TO 4" MAX
PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE SUPERPAVE, MIX E, N105, 15"

TYPICALS - ILLINOIS 13 (EASTBOUND)




